
Walk Throw Metal Detector  

ArcanoScan 4500      
 

 45 DETECTION ZONES 

 MULTY – ZONE EQUIPMENT   

 WIFI – USB – RJ45  

 PC SOFTWARE – INTEGRATION WITH X 

RAY EQUIPMENT  

 7” TOUCH SCREEN CONFIGURATION  

 ALARM ON AVATAR OVER PC 

 SELF DIAGNOSTIC 

 4 LED LIGHTS COLUMNS FOR EASY 

ALARM IDENTIFICATION OF HIGH, SIDE 

AND METAL SIZE 

 
ALL INFORMATION AND ALARMS ON ONE SCREEN – 

ONE OPERATOR CAN MANAGE ALL DEVICES 
OPTIONAL 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Walk Through Metal Detector 
 
The high-performance security doors have the following 
advantages: high metal detection sensitivity; Strong 
anti-interference ability; Multiple detection regions, 
each region can be set separately sensitivity; 
Self-diagnostic program, power on self-test; Using high 
strength materials, can fire, corrosion, shock and so on; 
Background environmental interference that can be 
monitored in real time. 
 
In the material selection, appearance structure, software 
copyright and other obtained a number of patents and 
copyright certificates. 
 

 

 



 

 

                  
 

 

★  Multi-defense area technology: 45 detection defense areas, the sensitivity of each detection defense area 

can be adjusted arbitrarily (with adaptive adjustment technology) 

★  Superior case protection technology: IP54 superior protection performance (optional). 

★  Adaptive diagnosis system: system adaptive diagnosis and detection power at start-up. 

★  Adaptive debugging system: adaptive debugging detection standard when the system enters the debugging 

system. 

★  Start and stop technology: infrared device has automatic start and stop technology. 

★  Alarm function: alarm light, alarm sound, arbitrary adjustment Settings. 

★  Working frequency: the working frequency can be changed manually or automatically. 

★  Detection technology: beyond imagination, uniform detection technology, no blind area. 

★ Professional detection procedures: 72 standard procedures for detection of different occasions are built into the system 

(upgrade service is provided) 

★  Working frequency band: super wide 100 working frequency band. 

★  Safety level: with 100 safety levels 

★  Detection area sensitivity: the sensitivity of a single area can be up to 0-255 level. 

★  Alarm mode: the system has a variety of alarm sound optional mode, suitable for different occasions. 

★  Data statistics: the system has both PASS and return dual data records, as well as FAIL and return dual data 

records. 

★  Query function: the system has real-time information query function. 

★  Intelligent standby: the system has an intelligent standby function. 

★ Tips: when the security inspection door is working normally, it is equipped with a full range of 16 

high-brightness LED standby indicator lights. 

★  Detection ability: it can pass the detection of more than 60-150 people in one minute. 

Multiple Advanced Features And Functions 



 

 

 

 

 

 

   

HOME SCREEN LOGIN - PASSWORD OVERAL LEVEL SETINGS 

   

SENSIBILITY 255 LEVELS APLICATION ESCENARIO 1-90 

TYPES 

APLICATION ESCENARIO 2-90 

TYPES 

   
APLICATION ESCENARIO 3-90 

TYPES 

MANUAL OR AUTOMATIC 

FREQUENCY 

ALARM SETINGS 

  
 

WIFI – RJ45 - USB INFRARED SETINGS ADMIN SETINGS 

  

 

 
 

PASS AND ALARM ENTREY AND 

EXTIT COUNTER 

HELP- MAINTENANCE MAIN CONSOLE – TOUCH 

SCREEN 

 

 

7-inch LCD capacitor touch screen high strength aluminum alloy beam (length 

can be customized) easy to install  



Technical Standards 

Electrical refer to EN60950 safety standard Compliance 

Radiation refer to EN50081-1 standard Compliance 

Anti-interference refer to EN50082-1 standard Compliance 

Implementation GB15210-2003 Walk through metal 
detector standard 

● 

Enterprise through IS09001:2008 quality management 
system certification 

● 

Enterprise through 0HSASl 8001 Occupational health 
certification 

● 

Enterprise through ISO14001 environmental management 
certification 

● 

Products through the EU CE certification ● 

FCC ● 

ROHS ● 

 
SOFTWARE PC - WINDOWS 

 
 
 
 

Technical Parameters 

Product model 45 zones 7-inch touch screen 

Vertical dimension 2190×535x892mm 

Vertical channel dimension 2030x716mm 

Probe door panel packing dimensions 2280x700x290mm 

Net weight of main cabinet/detection door panel 45KG 

Gross weight of main cabinet/detection door panel 52KG 

operating voltage AC90V～240V 50／60Hz 

power dissipation 15W 

operating frequency range 1—100 Bands 

Working environmental temperature -20℃～65℃ 

Installation environment 
(W) 100cm*(L) 200cm(metal-free minimum range) 

sheet transverse 

Regional detect metal precision range Maximum Sensitivity ≥6g Metal 



Functional Configuration 

Portable metal can be excluding ● 

Double sets high brightness red - green digital tube display 
function 

/ 

7-inch LCD capacitive touch screen (optional) ● 

Simple and intuitive touch operation panel ● 

Multiple networking interfaces ○ 

External control alarm port ○ 

Secondary development port/upgrade port ● 

Pass people statistics function ● 

Alarm statistics function ● 

Query function of people in and out ● 

System dual password protection function ● 

Multi-location simultaneous detection and alarm function ● 

Detection and intelligent distinction of large items ● 

Super brightness patch intelligent partition alarm indicator 
light 

● 

Ultra brightness patch double row location indicator light ● 

6 optional operating frequency bands / 

100 optional operating frequency bands ● 

Alarm sound mute mode setting ● 

Alarm volume adjustable mode ● 

Multiple alarm sound selection modes ● 

Front and rear single area alarm indicator light ○ 

Front single area alarm indicator light / 

Front bilateral area alarm indicator light ● 

Front and rear four position alarm indicator light/optional ○ 

The sensitivity of each detection defense zone can be 
adjusted 

● 

Each zone sensitivity 0-255 adjustable  ● 

Each zone sensitivity 0-120 adjustable / 

Safety level 1-6 optional / 

Safety level 1-100 optional ● 

45 defense area ● 

Built-in 72 different occasions detection standard procedures ● 

2 hours of Battery life /optional ○ 

8 hours of Battery life: /optional ○ 

Restore factory Setting ● 

Noted："●" in the table means this configuration is available，"○" means optional，"/" means no such configuration. 

 

 



     

 

  

 Gross Weight = 52 kg Net Wage = 45 Kg 
 

 

 

 

 
45 DETECTION ZONES 

External packing and dimension 



     

 

  

 

All models of ArcnoScan Walk Trhow Metal Detector (Models 1800, 3300 and 4500) can be configured with 
the following options: 
 

SOFTWARE PC 
It can show the alarm on real time over avatar. Alarm 
records with date and time, and the full 
configuration of the unit throw Windows PC. Option 
of remote access for maintenance and remote 
configuration and calibration 

  
 

X-RAY INSPECTION SYSTEM MODEL 
It’s a new system developed by Arcano, compatible 
with any brand and any model of x-ray security system 
(including the x-rays systems of ArcanoScan). This 
systems allows to have in the x-ray image monitor the 
real alarm monitoring over avatar. 
It can be also configured with another monitor, so 
security guard will have one monitor for x-ray image 
and another for the Walk Throw Metal detector. 
Easy installation: Take out the VGA cable of the xray 
monitor, and connect it to our box, and get the cable 
that goes out of the box, to the VGA monitor of the 
X-ray system. Security guard will see this kind of image: 

 

WINDOWS 10 ALL IN ONE TOUCH SCREEN PC 
We use a touch screen pc to manage, configure and 
see all the security options of this Walk Throw 
Metal Detector. 
The PC can be set up over any x-ray system, 
reception desk, on main Walk Throw Metal 
Detector unit, or on the wall. 
RJ45 + WIFI + TOUCH SCREEN + 6x USB 

 

TEMPERATURE DETECTION OVER WIRST OR HEAD, 
WITH SOFTWARE TO SEE ON REAL TIME ALARM 

 

DNI, DRIVER LICENSE OR BUSSINES CARD SCANNER 
WITH RECOGNITION SOFTWARE 

 

2 CCTV CAMERAS 
 

One for the general inspection place and another one 
for the outside image of baggage of x ray system 

 

 

OPTIONS 


